
 
LAWN MOWER CLASS – RULES 
 
GENERAL RULES 
 

1. Original mower chassis to be used_ Cutting deck & drive pulley removed.  Bonnet to 
correspond with modal of mower (can be updated to new paint work). 

2. Panels to be fitted to bonnet or chassis to fully enclose engine compartment. Bonnet must 
be bolted or latched. 

3. Must be 4 stroke vertical shaft engine, maximum 16hp in single cylinder or same cc's in 
twin cylinder. 

4. Mower maximum length 6ft. Mower maximum width 4ft. 
5. Tyre size maximum 24 x 12 x 10 inches or equivalent in metric.  
6. Mower gearboxes or variators must be belt driven from engine. 
7. Drawbar to be mounted a minimum 200mm down both sides of chassis mounted by a 

minimum 0f2 x 3i8"' HT bolts per side no less than 6 inches apart. Must have 50 x 50 3mm 
backing plates inside chassis. Drawbar hook point a maximum of 10 inches off the ground. 

 
Drawbar specification as per page attached. 

 
8. Stabilizer (Wheelie) bars to be mounted to both sides of chassis. Must be a minimum of 4 

inches behind the rear of the back tyre. Must be 3 inches off the ground with a 2 inch 
square skid pad_ Must be able to support weight of mower. Must not be mounted to 
drawbar. 

9. Roll cage to have a minimum of 2 main vertical hoops - side to side. I rear hoop in 
centre to tie front & rear vertical hoops. I tie bar hoop horizontal between all hoops from side 
to side at shoulder height. Rear hoop may finish at horizontal tie bar or continue 
through to bottom. Cage must be able to lift complete weight of mower off the ground from 
either vertical hoop. 

10. Cage to be made out of 1 inch pipe, black or aluminium, minimum 3mm wall thickness. 
Cage to have 4 mounting bolts per side, minimum 3%8h HT. Cage must not be mounted to 
drawbar. 

11. Seat & 4 point harness must be mounted to cage. Flip seats must be secured at the top of 
scat to avoid flipping while competing. 

 
 
SAFETY 
 

1. All mowers must have a kill switch with a 2 inch lead loop. Switch to be mounted aft 
off the ground in the centre of the rear of the mower. The kill switch must stop engine and 
electric fuel pumps, if fitted, if plug is removed. 

2. Exhaust must be vertical a minimum of 12 inches above the last bend. 
3. Drivers suits must be wrist to ankle overalls, boiler suits, coveralls, etc. Leather work 

boots must be worn. A full faced helmet must be worn while competing. 
4. Fire extinguisher – ½kg dry chemical to be mounted on mower.  
5. Mower to have operation brakes. 
6. Fuel to be a bowser fuel. 
7. Throttles can be hand or foot but must return to idle when released.  
8. Drivers must be seat when starting or operating mower.  
9. Drivers are to be between the ages of 10 to 16 years. 
10. Mower registration - $50.00 per mower (includes log book and tags). Drivers registration - 

yearly fee of 520.00 and day drivers $10.00. 
11. ATPA scrutineers to check and enforce all rules and regulations of mowers at every event. 

Scrutineers decision is final on the day. 
 
 
 



 
LAWN MOWER CLASS – RULES 
 

 
 

Roll Cage Construction 
 

 
 

Roll cage is to be made from 1 1/2” Black or Aluminium pipe, with a minimum wall thickness of 
3mm.   
 
Roll Cage to have a minimum of 4 x 3/8” HT Mounting Bolts per side 
 
Tie bar to be at shoulder height, horizontal. 


